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WALL AIR
BARRIER.

8" PRECAST
CONCRETE
DECK - FILL
PRECAST CORE
ENDS WITH
FOAM
INSULATION
(INSUL-8)

3/4" EXTERIOR GRADE CDX
PLYWOOD SHEATHING OVER
METAL DECK AND LIGHT
GAUGE TRUSSES - SEE
STRUCTURAL DRAWINGS.
PROVIDE INTERMEDIATE
VERTICAL 3 5/8" x 18 GAUGE
STUDS BETWEEN TRUSSES

ICE AND WATER
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ASPHALT SHINGLE
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UP IN NOTCH
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3-5/8" METAL STUD 18
GAUGE FRAMING AT
24" O.C. SECURE TO
DECK OR TRUSSES

CONTINUOUS FRY
REGLET VENTED ALUM.
SOFFIT MOLDING WPM-
75-V-300 PRE-
ASSEMBLE W/ THE 2X
BLOCKING BEFORE
INSTALLING SAME

24 GAUGE
PREFINISHED
FASCIA SET IN
BED OF
SEALANT AT 2x10

TRUSS CHORD
EXTENSION AT
48" O.C. - SEE
STRUCTURAL
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SECURE 1/4"
CONTINUOUS
PLYWOOD SHIM TO
BLOCKING AS REQ'D.
SECURE BLOCKING
TO STUDS.

TURN FASCIA
METAL UP 1-1/2" EA.
SIDE OF OPENING
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3" CONCRETE
TOPPING ON 8"
PRECAST
CONCRETE
DECK

FILL PRECAST
CORE ENDS
WITH FOAM
INSULATION
(INSUL-8).  SEE
STRUCTURAL
DRAWINGS
FOR GROUTED
CORES AND
DOWELS

5" CAST STONE
BASE- SET ON
SHIMS

THROUGH-WALL
FLASHING OVER & FULLY
BONDED TO STAINLESS
STEEL DRIP EDGE WITH
WEEPS AT 1'-4" O.C.
PROVIDE BACKER ROD &
SEALANT BETWEEN
WEEPS.

MULCH BORDER - REFER
TO LANDSCAPE DRAWINGS

'Z' ANCHOR
AT 24" O.C.

RAKE GROUT 3/4" AND
ADD BACKER ROD AND
SEALANT S-1

1/2" WIDE x 1" DEEP
CONTINUOUS SLOT

DOWEL PINS AT CAST
STONE MINIMUM 2 PER
PANEL SEAL
PENETRATIONS AT
THROUGH-WALL
FLASHING AND
STAINLESS STEEL
FLASHING WITH MASTIC

CAVITY DRAINAGE MATERIAL

KNEE WALL CONCRETE - SEE
STRUCTURAL DRAWINGS
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TOP OF CAST STONE

102' - 9"

CONTINUE AIR BARRIER
TO TOP OF
FOUNDATION & LAP
OVER FOUNDATION
WATER PROOFING
SYSTEM.  SEAL ALL
PENETRATIONS AT
KNEE-WALL DOWELS.
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1:1 SLOPE
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F

CEMENT
MORTAR
CANT

SHEET FLASHING AS
SPECIFIED DOWN TO
BOTTOM OF FOOTING

PERIMETER
INSULATION
(INSUL 4) AND
WATERPROOFING
SYSTEM

FILTER FABRIC

PEA ROCK

DRAIN TILE -
ELEVATION VARIES,
SLOPE TO SUMP. SEE
MECHANICAL FOR
SUMPS.
OMIT AT LINK

3" PEA GRAVEL OVER
10 MIL VAPOR
BARRIER

SEAL VAPOR BARRIER
TO TOP OF FOOTING

8" WIDE TAPE

8" 1' - 4"
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6" x 20 GAUGE C-H STUDS AT
2'-0" O.C. MAXIMUM
SPANNING EAST TO WEST

SEALANT

(2) 1/2" TYPE 'X'
GYPSUM BOARD
PANELS

TOP OF
CMU AND 2-
HOUR FIRE-
RATED
ASSEMBLY

STEEL J-RUNNER

1" GYPSUM LINER
PANEL

NOTE:  SEE DETAIL
1/AS601 FOR NOTES
AND DIMENSIONS

TRUSS CHORD
EXTENSION AT 4'-
0" O.C. - SEE
STRUCTURAL
DRAWINGS

NOTE:  SEE DETAIL
1/AS601 FOR NOTES

STEP FACE BRICK AS
REQUIRED TO
ACCOMMODATE SLOPE OF
CORNICE WITH MINIMUM
OF ONE COURSE
CONCEALED ABOVE
BOTTOM OF 3x6

CUT CMU AS REQUIRED
BELOW TOP COURSE TO
FORM CONSTANT SLOPE
DOWN TO EXISTING
BUILDING #111

AT FACE OF
MAIN
BUILDING /
VARIES
WITH
CONSTANT
SLOPE
DOWN TO
EXISTING
BUILDING #
111

FOAM INSULATION

7 5/8" 2 1/2"
1 1/4"
3 5/8"

1' - 3"8"

8

AS922
5

INSULATION R38 (INSUL-2)
OVER LOOSE-LAID 10 MIL
POLY MEMBRANE VAPOR
BARRIER - TAPE AND
SEAL.  LAP OVER AND
SEAL AT CAVITY WALL AIR
BARRIER.
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5" CAST
STONE BASE,
SET ON SHIMS

KNEE WALL
CONCRETE;  SEE
STRUCTURAL
DRAWINGS

FINISHED FLOOR

ELEVATION
VARIES

TOP OF PANEL

VARIES

REFER TO
CONNECTION
LINK
ELEVATIONS
FOR TOP AND
BOTTOM
ELEVATIONS
OF BASE
PANELS

AIR BARRIER

NOTE:  SEE
NOTES AND
DIMENSIONS ON
2/AS601
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- SEE NOTES
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NOTCH WOOD BLOCKING -
FASTEN TO METAL FRAMING -
TURN FASCIA UP IN NOTCH

NOTE:  FOR NOTES AND
DIMENSIONS SEE 1/AS601

GROUND FLOOR
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NOTE:  SEE NOTES
AND DIMENSIONS
ON 2/AS601
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 1 1/2" = 1'-0"
ROOF EDGE

1

 1 1/2" = 1'-0"
FLOOR CONDITION
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 1 1/2" = 1'-0"
FOOTING

3

 1 1/2" = 1'-0"
ROOF EDGE AT CONNECTION LINK
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 1 1/2" = 1'-0"

BASE AT CONNECTION LINK - CRAWL
SPACE CONDITION

5

 1 1/2" = 1'-0"

BASE AT CONNECTION LINK - SLAB ON
GRADE CONDITION

6

 1 1/2" = 1'-0"
ROOF EDGE AT 1" BRICK BUMPOUT
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 1 1/2" = 1'-0"

FLOOR CONDITION AT 1" BRICK
BUMPOUT
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